PMR 205MBT

UNIVERSAL SPLASH PROOF BLUETOOTH®
AUDIO RECEIVER AND CONTROLLER
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* Wireless Bluetooth® technology
(up to 10m. range - CSR 4.0)

* Audio streaming and control
via A2DP profile

* AUX-output through 3.5mm
Jack-connector (to be connected to an
amplifier or the AUX-in of a source)

* 3.5mm Jack AUX-input
(for optional wired connection)

* Mounting directly into the
dashboard/console (Hole size: @27mm)

* Water-resistant

Water and frost resistant receiver.
Suitable for indoor and outdoor use like

bathroom, yacht, garden, whirlpool and so on.
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* Technologie sans fil Bluetooth®
(Jusqu'a 10m plage - CSR 4.0)

e Streaming audio et contrdle via
le profil A2DP

* Sortie-AUX par Jack 3.5mm connecteur
(pour étre relié a un amplificateur ou
entrée auxiliaire d'une source)

* Entrée AUX par Jack 3.5mm
(pour une connexion filaire en option)

* Montage directement dans le tableau
de bord ou console
(diamétre de montage: @27mm )

* Résistant a I'eau

Récepteur résistant a I’eau et au gel,

il peut étre utilisé a I'intérieur comme a
Iextérieur, salle de bain, bateau, jardin,
etc...
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